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NOTES:
~——
—= 1. MATERIALS:
MMAA Q HOUSING —NYLON POLYESTER UL94V—0
022€135S1L0D S MIXED GLASS FIBER.
IdILTNNYX — STANDARD COLOR—BLACK.
?% CONTACTS —0.35mm THICK PHOS—BRONZE PLATED
i WITH 30u” GOLD AND TIN
IN SOLDER AREA.
RECOMMENDED SHIELD—0.25mm THICK COPPER ALLOY,

15.90 [0.626]

PANEL CUTOUT DIMENSION

21.60 [0.850]

PLATED WITH NICKEL.

2. CAVITY CONFIRMS TO FCC RULES AND REGULATIONS

PART 68,SUBPART F.

3. REFLOW SOLDERING TEMPERATURE 260°C FOR LOSE.

(BECAUSE OF PIN IN PASTE PROCESS)

. RETENTION PERIOD ABOVE 217°C FOR 60Sec.

E‘ . UNSPECIFIED TOLERANCE: .XX +0.25[0.010]
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X 3.38 [0.133]
3.05 [0.120]
10.80 [0.425] 8.90 [0.350]

RECOMMENED PLUG DIMENSION:

5.89+0.127[0.232+0.005]

RoAS Compliant
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CB LAYOUT : 3. LED CONFIGURATION :

8.89 [0.350]
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ol ol ® 7|57 [0.298] Mo | Mox Min W | 20172
r?j' .‘é. .9. 11.43 [0‘450] Green Green Diffused 1.7 28 35 6,0 116
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2| 12.65 [0.498]
15.65 [0.616]
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