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1. MECHANICAL DIMENSIONS :

NOTES:
1. MATERIALS:
HOUSING-NYLON POLYESTER UL94V-0
MIXED GLASS FIBER.
STANDARD COLOR-BLACK.
CONTACTS-0.35mm THICK PHOS-BRONZE PLATED
WITH 30u” GOLD AND TIN
IN SOLDER AREA.

SHIELD-0.25mm THICK COPPER ALLOY,
ﬂ H PLATED WITH NICKEL.
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2. CAVITY CONFIRMS TO FCC RULES AND REGULATIONS
RECOMMENDED PART 68,SUBPART F,

PANEL CUTOUT DIMENSION 3. UNSPECIFIED TOLERANCE: .XX %0.25[0.0101
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2. PCB LAYOUT : 3. LED CONFIGURATION :
A
8.89 [0.350] 4| >‘* ]
&
/,60 1.2/ [0.0501] SINGLE-COLOR LED
- B
%0
s
- S
" &) -
™
= A =
g Y |_<—P_ g
&5 __ = BI-COLOR LED C
M <& ~
o i i 3@ 9}
= NY o
S i 20 L
— % 7 —
= ) S v(ncd) v
g § 18 [0.322[] 0[60 6] Q:)) Color Lens Color é/écg(r,\]/z E{SEA &ﬁgi@g
S = 11,43 [0.450] '0&% Mn | Mox | Min | Typ |26 1/2
- ! D
3 1326 [0.522] &
5
15.65 [0.616] H
SUGGESTED PCB_LAYOUT RoHS @@mpﬂﬂ@[ﬁ]{t 2
(TOP VIEW)
>< M U |_ —|_ :l: l:) |_ E %’HE INFEEEATIDN
XMULTIPLE ASIA XMULTIPLE USA G/NO
ﬁel‘huobh:?d7:Y%t“%e?ljn?glw§tﬁ' 11475 éﬁov"aouseyﬁn glessau%\ée" Sulte G
THIS DRAWING IS A CONTROLLED DOCUMENT. [¥SM%
TITLE: SINGLE PORT, RJ4S, SHIELDED, WITH LED RAWN:
WITH TRANSFORMER, SIDE ENTRY PCB JACK TARA F
PART NO XRJG-01A—-X-D29-01 CHKDIJEFF
— UNIT SHEET REV ,
_@%_ — 1 mmlinch 1 2 of 3 01 ATE24/10/05
1 P 3 4 5 | 6 | 7 | 8




1cT

1

TRANSMIT

CT P4o

:

-

1CT : 1
RECEIVE

o -
o ‘ °

3¢

O Jl TX+
O J4

—O0 JS
oJe TX-

O J3 RX+
-0 J7

—O J8
0 J6 RX-

TEST NOTES:«(25%5°C)

1.TR:(100KHz,0.1V);
PINS:(P1-P2):(J1-42)=1:11£3%
PINS:(P3-P6):(J3-J6)=1:11£3%

2.LX:(100KHz,100mV,8mA, DC Bias)

PINS: (P1,P2),(P3,P6)=350uH MINIMUM

3.DCR:

PINS:(P1-P2),(J1-42),(3-J6)= 1.0 OHMS
PINS:(P3-P6)=1.2 OHMS MAXIMUM

4 .HIPOT:

MAXIMUM

PINS(P1,P4,P2)TO(J1,J2)=1500VAC FOR 60 SECONDS
PINS(P3,P5,P6)TO(J3,J6)=1500VAC FOR 60 SECONDS

5.INSERTION LOSS:

—1.0dB MAXIMUM AT 0.3MHz TO 100MHz:
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