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4. SCHEMATIC: 5. ELECTRICAL CHARACTERISTICS :
TEST NOTES:(2545°C) A
1.TR:(100KHz,0.1V);
CONNECTOR SOLDER SIDE RJ45 CONTACT SIDE PINS:(F’3—P4).‘(J1—J2)=1.‘1:‘:3%
PINS:(P6—P7):(J3—J6)=1:1+3% -
DATAV— P10 O L 2.LX:(100KHz,100mV,8mA, DC Bias)
SPAREV— P9 o . PINS:(P3,P4),(P6,P7)=350uH MINIMUM
[ B | o8 3.DCR: B
RD— P70 RS I_M_l 0J7 PINS:(P3—P4),(J1—J2),(J3—J6)= 1.0 OHMS MAXIMUM
RCT P8 o A [ | 0U8 R PINS:(P6—P7)=1.2 OHMS MAXIMUM
‘% E | (mﬁ | 4.HIPOT:
RD+ P60 \ 0J5 PINS(P3,P5,P4)TO(J1,J2)=1500VAC FOR 60 SECONDS [
| \ | o4 PINS(P6,P8,P7)TO(J3,J6)=1500VAC FOR 60 SECONDS
| \ | 5.INSERTION LOSS:
o | | 0J3 RX+ —1.0dB MAXIMUM AT 0.3MHz TO 100MHz; c
TD— P40 Nt LAJ\\J | [ 6.RETURN LOSS:
3| | v 0J2 TX- ~20dB MINIMUM AT 1MHz TO 30MHz;
TeT ks o AT 1 A~ [ 0d1 TX+ ~15dB MINIMUM AT 30MHz TO 60MHz
D4+ P30 l_Fm_l | —10dB MINIMUM AT 60MHz TO 80MHz -
[ — 7.CROSS TALK:
SPAREV4L P2 O —30dB MINIMUM AT 1MHz TO 100MHz
f 8.COMMON TO COMMON MODE REJECTION:
DATAV+ P1 G —30dB MINIMUM AT 1MHz TO 100MHz D
T T T T [m]
PRODUCT SERIES —|; R HS @ H le:t E
XPJG : TAB DOWN WITH LED SPECIAL CODE @ ©m ”@m
FOR PoE TRANSFORMER 0 : STANDARD
NUMBER OF PORTS SHIELDED TYPE >< M U |_—|_| l:) |_ E /THE(:S#CZE%TAI#EJ;N
MECHANICAL TYPE 1 : Y=3.05mm, EMI FINGER :
01A : 1 PORT FOR XRJF OR XRJG ON ALL SIDE e 47 ang Guang S VTELE A e hvn sute 6, |
W/HORIZONTAL LED PIN o Neihu Chiu , Taipei , Taiwan 11475 Simi Valley, CA 93065
o THIS DRAWING IS A CONTROLLED DOCUMENT. D":cf;_*_w_"o
LED COLOR OPTION — — LED POLARTY Y e et 67100 Mbra HILTER For PoE A INES F
' PART No: XPJG—01A—4—D51—110 SR
— L JEFF
D 07100 Mpe 4 CoRE O TYPE & =] SnEeT | REV L
— mminch ] 3 of 3 A Apr.12,06
1 2 | 3 4 | 6 | 7 | 8




